1. Installation of Burning Tool: Open the upgrade tool file.
" Media Product Tool V2.10.05

2.  Open the “setup.exe” file.
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MSI.CAB Msicn.msi Msien.msi Msitw.msi setup.exe

3. Follow the prompts to complete the installation.
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Welcome to the Multimedia Product Tool Setup 3,
Wizard b

The installer will guide you through the steps required to install Multimedia Product Tool on your
computer.

WARNING: This computer program is protected by copyright law and intemational treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

4. The “Multimedia Product Tool” icon will appear on the desktop, as shown in the figure:
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5.  Open the "Multimedia Product Tool" as above picture, check Burn Firmware, Auto
Reboot and Automated Mass Production (as shown below):
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6. Click: , After the interface shown below pops up, click “CHOOSE”"and opening

the fold” firmware” and select the “MAB1538_PS5_5005B_V1.36_260918.fw” and clik in open.
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7. Conect the USB-C cable to the controller, hold down the button on the
controller, plug in the USB-A cable to the computer, then release the button. The controller will
start automatic upgrading, which takes about 2—3 seconds. The upgrade succeeds when the
progress reaches 100%, and the controller will restart. If it freezes during this process, press the
reset button on the back.

8. To upgrade the next controller, repeat Step 7



